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ASAP
Cable Assemblies

MADE-TO-ORDER
Complex Cable Assemblies
Glenair: The Overmold Specialists

Sealed 
and Reinforced 

Cable to Connector 
Interface

Glenair 
or other Industry 

Standard Connectors

Advantages of Overmolding
�� Waterproof sealing

�� Robust mechanical protection

�� Protection of terminations

�� Ideally suited for chemical and fuel cell 
applications

�� No induced cold flow stress

�� Electrical isolation and insulation

�� Reduced wear damage

�� Flexible routing/cable entry

Straight, 
45°, 90° and Custom 
Angle Cable Routing

Terminated, overmolded, tested, and ready for use. Glenair cable 
harnesses and assemblies are recognized industry-wide for quality 
and reliability

Point-to-point jumper cables and cordsets for high-speed and 
high-reliability applications—easy to order and shipped ready for 
immediate use

Reinforced 
Cable  

Junctions

Available 
overmold materials:

Duralectric, Viton, 
Polyurethane, EPDM,  

Santoprene, Polyimide  
and more

Integrated 
 Ground / Drain Wires

Micro-Crimp Cable 
Assembly

ASAP
High Speed Cables

USB Type A Plug 
to Mighty Mouse 
Connector ASAP 

Cordset

Shielded ASAP 
Pigtail Assembly with 
Integrated Ground 
Spring, Available for 
Series 28 HiPer-D, 
Series 79 Micro 
Crimp, and 83513 
type Micro-D

Cat 5 RJ-45 to Mighty Mouse Connector 
ASAP Cordset

ASAP Fiber Optic Cable Assemblies 
are Available in Six Configurations for 
both Environmental as well as Inside-
the-Box Applications


