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53

® Octaxial Contacts

Test your system or cable while preventing damage to expensive cables with 
El Ochito® test adapters. These test adapters properly align test contacts 
without the added expense and time-consuming labor of mating connectors. 
Insert adapter cable into adapter then push test adapter into Device Under 
Test (DUT). 

Socket Connector

Pin Connector

DEVICE UNDER TEST

289-165-P PIN

239-165-S SOCKET

TEST ADAPTER 

Construction

   Q Body: rigid dielectric
   Q Retention clip: copper alloy2

Pin Contact Adapter Socket Contact Adapter

Plug and Receptacle Adapter Dimensions

Shell Size A
1 1.228 (31.19)
2 1.556 (39.52)
3 2.103 (53.42)
4 2.744 (69.70)
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Test Adapters for Series 28 HiPer-D Connectors

Sample Part Number  289-165 S 3E3

Product 289-165 = Test adapter for HiPer-D 
Connectors with El Ochito Contacts

Contact Gender P = Pin S = Socket

Insert 
Arrangement 1E11, 2E2, 3E3, 3E4, 4E5

El Ochito® Test Adapters for HiPer-D Connectors

Notes

1. 1E1 do not have any retention clips 
installed.

2. Retention clips are only placed in size 8 
cavity of arrangements with multiple size 8 
cavities

3. Fixtures use SuperNine El Ochito contacts. 
Consult El Ochito® ordering information 
beginning on page 6
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