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EMI/EMP Filter Connectors Rev. 06.02.15

Series 80 Mighty Mouse Filter Connectors

Product Selection Guide
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Series 801 Mighty Mouse Filter Connector 
High Density, Quick Coupling Threads

240-801-12
Page C-12

Series 801 Mighty Mouse Filter Connector 
Dual-Flange Wall-Mount Receptacle

240-801-18
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Series 801 Mighty Mouse Filter Connector 
Dual-Flange Jam Nut Receptacle

240-801-AA 
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Series 801 Mighty Mouse Filter Connector Adapter 
High Density, Quick Coupling Threads
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Series 804 Mighty Mouse Filter Connector 
Jam Nut Receptacle, Push-Pull Quick Disconnect
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Series 805 Mighty Mouse Filter Connector 
Receptacles with Triple-Start ACME Coupling Threads,  
Solder Cup Contacts and Banding Platform
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Series 805 Mighty Mouse Filter Connector 
Receptacles with Triple-Start ACME Coupling Threads,  
PCB Contacts
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Series 805 Mighty Mouse Filter Connector 
Dual-Flange Wall-Mount Receptacle

240-805-18
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Series 805 Mighty Mouse Filter Connector 
Dual-Flange Jam Nut Receptacle
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Series 805 Mighty Mouse Filter Connector Adapter 
with Triple-Start ACME Coupling Threads
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Series 800 Mighty Mouse Filter Connector 
Receptacles with UN Mating Threads, Square Flange or Jam Nut


