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SERIES 80

Mighty Mouse Connectors

Insert Arrangements

2
1

3
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Series 80 Contact Layouts

Standard contact arrangements 

Standard contact layouts and PCB footprints

Combo contact arrangements tested at 750 Vac 

Combo contact layouts and PCB footprints

Combo contact arrangements tested at 1300 Vac 

Combo contact layouts and PCB footprints
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SERIES 80

Mighty Mouse Connectors

Standard Polarization for all Series 80 Connectors

60°

Z°Y°X°NORMAL

60°

Z°Y°X°NORMAL

Shell size 5 and 6: master key is located at top 

dead center for normal (N) position. Shell size 7 thru 12: master key is rotated 90° 

from TDC for normal position.

Shell Size N X Y Z

5

150° 140° 130° 120°67891012

SERIES 800 STANDARD POLARIZATIONS

AlternateDesignators

for 803 Series

Connectors

Only

StandardPolarization

Designators

Master Key 

and Keyway

SERIES 801, 802, 803, 804, 805 STANDARD POLARIZATIONS

Alternate Key and Keyway Positions

Page B-19

B-26 © 2020 Glenair, Inc • 1211 Air Way, Glendale, CA 91201 • 818-247-6000 • www.glenair.com • U.S. CAGE code 06324 • Series 80 Mighty Mouse 

Dimensions in inches (millimeters) are subject to change without notice

REF
ERE

NC
E M

ATE
RIA

L

SERIES 80

Mighty Mouse connectors

Jam-Nut, Rear Panel Mount,  

Panel Cutout Dimensions

800Series

801Series

802Series

ShellSize AFlat ØB ShellSize AFlat ØB ShellSize AFlat ØB

5 .295 (7.49).291 (7.39) .322 (8.18).317 (8.05) 5 .358 (9.09).380 (9.65) .385 (9.78).380 (9.65) 5 .475 (12.07).471 (11.96) .510 (12.95).505 (12.83)

6 .362 (9.19).358 (9.09) .385 (9.78).380 (9.65) 6 .448 (11.38).443 (11.25) .448 (11.38).443 (11.25) 6 .605 (15.37).601 (15.27) .635 (16.13).630 (16.00)

7 .428 (10.87).424 (10.77) .448 (11.38).443 (11.25) 7 .572 (14.53).567 (14.40) .572 (14.53).567 (14.40) 7 .664 (16.87).660 (16.76) .698 (17.73).693 (17.60)

8 .483 (12.27).479 (12.17) .510 (12.95).505 (12.83) 8 .572 (14.53).567 (14.40) .572 (14.53).567 (14.40) 8 .737 (18.72).733 (18.62) .760 (19.30).755 (19.18)

9 .540 (13.72).536 (13.61) .572 (14.53).567 (14.40) 9 .635 (16.13).630 (16.00) .635 (16.13).630 (16.00) 9 .786 (19.96).782 (19.86) .822 (20.88).817 (20.75)

10 .614 (15.60).610 (15.49) .635 (16.13).630 (16.00) 10 .698 (17.73).693 (17.60) .698 (17.73).693 (17.60) 10 .837 (21.26).833 (21.16) .885 (22.48)

.880 (22.35)

12 .722 (18.34).718 (18.24) .760 (19.30).755 (19.18) 11 .760 (19.30).755 (19.18) .760 (19.30).755 (19.18) 12 .901 (22.89).897 (22.78) .948 (24.08)

.943 (23.95)

14 .856 (21.74).852 (21.64) .885 (22.48)

.880 (22.35) 13 .885 (22.48)

.880 (22.35) .885 (22.48)

.880 (22.35) 14 1.087 (27.61)

1.083 (27.51) 1.135 (28.83)

1.130 (28.70)

15 .918 (23.32).914 (23.22) .947 (24.05)

.942 (23.93) 16 1.072 (27.23)

1.067 (27.10) 1.072 (27.23)

1.067 (27.10) 15 1.157 (29.39)

1.153 (29.29) 1.198 (30.43)

1.193 (30.30)

17 1.135 (28.83)

1.130 (28.70) 1.135 (28.83)

1.130 (28.70)

19 1.260 (32.00)

1.255 (31.88) 1.260 (32.00)

1.255 (31.88)

21 1.385 (35.18)

1.380 (35.05) 1.385 (35.18)

1.380 (35.05)

AFlat

Ø B

Rear Panel Mount Connectors

Panel Cutout Dimensions

Rear panel mount panel cutout dimensions

Front panel mount panel cutout dimensions

Flange mount panel cutout dimensions
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SERIES 80

Mighty Mouse Connectors

Recommended Torque Values

Series 804 Recommended Mate/Demate Values

Shell Size/Insert Arrangement In-lbs.

5-3

11

6-4

11

6-7

12

7-10

12

8-13

13

9-19

14

10-26

16

12-37

18

Series 800 Recommended Torque Values

Series 800

Coupling Torque Jam Nut Tightening Backshell Tightening

In-lbs. In-lbs. In-lbs.

Min. Max. Min. Max. Min. Max.

5 16 20 20 25 12 16

6 18 22 20 25 14 18

7 20 24 20 25 16 20

8 20 24 20 25 16 20

9 20 24 25 30 16 20

10 20 24 25 30 16 20

12 20 24 25 30 16 20

Series 801, 802, 803, 804, 805 Recommended Torque Values

Shell Size Series 

801, 802, 803, 804 Shell Size Series 805

Coupling Torque Jam Nut Tightening Backshell Tightening

In-lbs. In-lbs. In-lbs.

Min. Max. Min. Max. Min. Max.

5 - 16 20 20 25 12 16

6 8 18 22 20 25 14 18

7 9 20 24 20 25 16 20

8 10 22 26 20 25 18 22

9 11 24 28 20 25 20 24

10 & 11 12 & 13 26 30 25 30 22 26

12 & 13 15 32 36 25 30 28 32

14 & 16 18 38 42 25 30 28 32

15 & 17 19 & 21 40 44 25 30 28 32

19 & 21 23 48 52 25 30 28 32

Series 80 Recommended Torque Values
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SERIES 80

Mighty Mouse connectors

Guidelines for Space-Grade Applications 

Screening and Outgassing

NASA Screening and Outgassing Modification Codes

NASA Screening Level Special Screening 

Only

Special Inspection and Outgassing

Thermal Outgassing Thermal Vacuum 

Outgassing

Level 1 

Highest Reliability Mod 429B Mod 429J

48 Hours at 175°C

Mod 429C

24 Hours at 125°C

Level 2 

High Reliability Mod 429 Mod 429K

48 Hours at 175°C

Mod 429A

24 Hours at 125°C

Level 3 

Standard Reliability (Use standard part 

number)

Mod 186S

48 Hours at 125°C

Mod 186M

24 Hours at 125°C

Series 80 Connectors for Space Flight

How To Order Space Grade Series 80 Connectors

Step 1: Find a Standard Part Number

Electroless nickel plated shells are preferred for space flight. Cadmium plating is 

prohibited.

Step 2: Select a NASA Screening Level

The term “Screening Level” refers to the final inspection procedure. 

Level 1 for mission-critical highest reliability 

Level 2 for high reliability

Level 3 for standard reliability  

Step 3: Choose Outgassing

A detailed explanation of outgassing effects and methods is provided on the following 

pages. Fluorosilicone rubber seals commonly used on aerospace-grade connectors such 

as MIL-DTL-38999 and Series 80 connectors, along with certain bonding agents and inks, 

do not meet NASA outgassing requirements unless the connector is specially processed. 

Glenair outgassing tests have shown oven baking or thermal vacuum outgas processing are 

sufficient to reduce outgassing levels to NASA standards. Oven baking is more economical 

than thermal vacuum outgassing.

Step 4: Select the Mod Code that Matches the Desired Level of

Screening and Outgassing

Use the table below to choose the right modification code. Add the mod code to the connector part 

number. Example: 801-007-16M6-7PA-429J will produce a connector that has undergone special 

inspection per NASA EEE-INST-002 and outgassed for 48 hours at 175° C.

The small size and reduced weight of the Series 80 connector make it an  excellent 

choice for space instrumentation. Series 80 connectors are available with special 

screening and outgassing for satellites and space vehicles. This section explains 

NASA guideline for connector selection, screening and outgassing. This section 

also explains how to order connectors screened to meet NASA EEE-INST-002.

Five things you should 

know about Series 80 

connectors for space 

flight

1Material Selection: What 

materials are approved for 

space-grade connectors? What 

materials are prohibited? Does 

the Series 80 connector contain 

space-approved materials?

2 Outgassing: What is 

outgassing, why is it important, 

and how does it affect connector 

selection? Is special processing 

required to meet outgassing 

requirements?

3Screening: What is NASA 

screening and what level of 

screening is required? 

4Magnetic permeability: Are 

nonmagnetic connectors 

required? 

5Cryogenic exposure: Are 

these connectors suitable for 

-200° C. exposure?

Series 80 Guidelines for Space Grade Applications, 

Screening and Outgassing  
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SERIES 80

Mighty Mouse connectors

Modification Codes and Material/Finish Codes

Series 80 Modification Codes

Modification Code

Description

Application Notes Part Number Example

MOD-186 Thermal vacuum out gas entire assembly for 24 hours at 

125° C, 10-6 Torr.

Intended for space flight applications. See 

Guidelines for Space-Grade Applications. 800-006-06M5-3SN-186

MOD-429

Special inspection per NASA EEE-INST-002,  

Table 2A (QCD-8144). Does not include  

thermal vacuum outgass.

Use this mod code on all Series 80 connectors. See 

Guidelines for Space-Grade Applications. 801-010-02M13-37PB-429J

MOD-489 Solder dip PC tails in 63/37 tin-lead For use with all connectors with PC tail 

contacts.

801-011-02M7-10PA-489

MOD-501 Replace spanner-style jam nut w/hex-style jam nut w/ 

safety wire holes

Use this mod code on all Series 80 rear panel 

mount jam nut connectors (style 07). 800-010-07M6-4SN-501

MOD-518

Waterblock sealing of printed circuit board and  

solder cup receptacles. Sealing meets 10-4 cc/second 

maximum helium leak rate at 15 PSI pressure differential 

following three cycles of thermal shock.

For use on all panel mount receptacles with 

printed circuit board or solder cup contacts. 801-011-07M9-19SA-518

Standard Material and Finish Codes

Code Material Finish Finish Specification Hrs. Salt Spray Electrical Conductivity Operating Temp. 

Range RoHS Finish

AB Marine Bronze Unplated

1000 Conductive -65 to +200°C ✔

AL Aluminum AlumiPlate MIL-DTL-83488 1000 Conductive -65 to +175°C ✔

C Aluminum Anodize, Black AMS-A-8625 48 Non-Conductive -65 to +175°C ✔

E Aluminum Chem Film MIL-DTL-5541 168 Conductive -65 to +175°C

G2 Aluminum Anodize, Hardcoat AMS-A-8625 336 Non-Conductive -65 to +200°C ✔

JF Aluminum Cadmium, Gold SAE-AMS-QQ-P-416 1000 Conductive -65 to +175°C

LF Aluminum Cadmium, Clear SAE-AMS-QQ-P-416 1000 Conductive -65 to +175°C

M Aluminum Electroless Nickel AMS-C-26074 48 Conductive -65 to +200°C ✔

ME Aluminum Electroless Nickel AMS-C-26074 96 Conductive -65 to +200°C ✔

MT Aluminum Nickel-PTFE AMS2454 500 Conductive -65 to +175°C ✔

NC Aluminum Zinc-Cobalt, Olive Drab ASTM B 840 350 Conductive -65 to +175°C

NF Aluminum Cadmium, Olive Drab SAE-AMS-QQ-P-416 500 Conductive -65 to +175°C

P Stainless Steel Electrodeposited Nickel SAE-AMS-QQ-N-290 500 Conductive -65 to +200°C ✔

UC Aluminum Zinc-Cobalt, Black ASTM B 840 350 Conductive -65 to +175°C

UCR Aluminum Zinc-Cobalt, Black (RoHS) ASTM B 840 350 Conductive -65 to +175°C ✔

Z1 Stainless Steel Passivate SAE-AMS-QQ-P-35 1000 Conductive -65 to +200°C ✔

Z2 Aluminum Gold MIL-DTL-45204 48 Conductive -65 to +200°C ✔

ZC Stainless Steel Zinc-Cobalt, Black ASTM-B840 Conductive -65 to +175°C

ZCR Stainless Steel Zinc-Cobalt, Black (RoHS) ASTM-B840 Conductive -65 to +175°C ✔

ZL Stainless Steel Electrodeposited Nickel SAE-AMS-QQ-N-290 1000 Conductive -65 to +200°C ✔

ZM Stainless Steel Electroless Nickel AMS-C-26074 Conductive -65 to +200°C ✔

ZMT Stainless Steel Nickel-PTFE AMS2454 1000 Conductive -65 to +175°C ✔

ZN Aluminum Zinc-Nickel, Olive Drab ASTM B841 500 Conductive -65 to +175°C

ZNU Aluminum Zinc-Nickel, Black ASTM B841 500 Conductive -65 to +175°C ✔

ZR Aluminum Zinc-Nickel, Black ASTM B841 500 Conductive -65 to +175°C ✔

ZU Stainless Steel Cadmium, Black SAE-AMS-QQ-P-416 1000 Conductive -65 to +175°C

ZW Stainless Steel Cadmium, Olive Drab SAE-AMS-QQ-P-416 2000 Conductive -65 to +175°C

Series 80 Modification Codes and Material / Finish Codes
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Contacts, 
Crimp Tools 
and  
Assembly 
Tools   

Product Selection Guide C-1
About Series 80 Mighty Mouse Contacts C-2
Size #23 Contacts C-4
Size #23 Termination and Installation 

Instructions  C-9 
 Size #20 AWG Wire Adapter for #23 Contact C-10
Size #20HD Crimp Contacts C-10
Size #20 and #16 Crimp Contacts C-11
Size #12 Crimp and Pneumatic Contacts C-12
Size #8 Power Contacts C-13

Size #16 and #12 Coaxial Contacts C-14
Size #16 and #12 Coaxial Contacts C-17
Size #8 Coax, Twinax (Concentric and  

Differential), and  Quadrax Contacts C-21
Hand and Pneumatic Crimp Tools C-41
Insertion/Removal Tools C-44
Contact Retention Tester & Sealing Boot C-45
Dummy Contact Sealing Plugs C-46
Grommet Sealing Plugs C-47

Series 800 
Connectors 
UNF Threads

Product Selection Guide D-1
Features and Benefits D-2
Reference Material  D-4
Hex or Knurl Plug with Crimp Contacts D-8
Receptacle with Crimp Contacts D-10

Solder Cup or PCB Receptacle D-14 
Right Angle PCB Receptacle D-17
Hermetic PC Tail or Solder Cup Receptacle D-22
Jam-Nut, Bulkhead Feedthrough D-26
Cordsets D-28

Series 801 
Connectors 
Rugged  
Double–Start 
ACME Threads

Product Selection Guide E-1
Features and Benefits E-3
Reference Material E-5
Plug with Crimp Contacts E-12
Panel Mount Plug E-14
“Cobra” Low Profile Right Angle Plug E-16
Receptacle with Crimp Contacts E-18
PC Tail or Solder Cup Receptacle E-23
PCB Rcpt. with PC Tails and Ground Pins E-26
PCB Rcpt. with PC tails and Thrd Standoffs E-29
Size 12 Twinax PC Tail Receptacle E-31
Board Mount Jam-Nut Receptacle E-33

Right Angle PC Tail Receptacle E-34
Code Red Light Weight Hermetic Receptacle E-38
PC Tail or Solder Cup Hermetic Receptacle E-41
PC Tail Hermetic Pin Contact Coax Rcpt. E-45
PCB Hermetic Rcpt. with Crimp Coax Cntcts E-48 
PCB Hermetic Receptacle; Thrd Standoffs E-52
PCB Hermetic Rcpt.; #12 & #16 PC Tail Coax E-55
Jam-Nut Bulk Head Feedthrough E-59
Hermetic Bulkhead Feedthrough E-61
Sav-Con Connector Saver E-63
Cordsets E-65
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3500 PSI Mated
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Features and Benefits F-2
Reference Material F-3
Plug with Crimp Contacts F-10
Receptacle with Crimp Contacts F-12 
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Hermetic Rcpt. with Rear Accessory Thd F-20

Hermetic Receptacle with  
Crimp Removable Termination F-24

Hermetic PC Tail/Solder Cup Receptacle F-27
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Features and Benefits G-3
Reference Material G-5
Plug with Crimp Contacts  G-8
Receptacle with Crimp Contacts G-10

Receptacle with PC Tails or Solder Cups G-14
Hermetic PC Tails / Solder Cup Receptacle G-16
Bulkhead Feedthrough G-18
Cordsets G-20
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PC Tail/Solder Cup Rcpt; Threaded Standoffs J-26
PC Tail/Solder Cup Rcpt. with Ground Pins J-28
Right Angle PC Tail, Jam-Nut Mnt Receptacle J-31

CODE RED Hermetic Sldr Cup/PC Tail Rcpt. J-36
Hermetic Solder Cup or PC Tail Receptacle J-38
Hermetic Sldr Cup Rcpt. w/ Banding Porch  J-41
Hermetic Rcpt. w/ PC Tail Coax Contacts J-44
Hermetic Rcpt., #12 & #16 PC Tail Coax J-47
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800-009-06M8-13PN ...........S
TK ............
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TK ............

.. C-4

800-009-06M9-19PN ...........S
TK ............
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TK ............

.. C-4

800-009-16M12-37PN .........STK ............
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800-009-16M12-37SN .........STK ............
.. C-4

800-009-16M6-7PN .............
STK ............

.. C-4

800-009-16M6-7SN .............
STK ............

.. C-4

800-009-16M9-19SN ...........S
TK ............

.. C-4

800-009-16NF12-37PN .......STK ............
.. C-4

800-009-16NF15-85PN .......STK ............
.. C-4

800-009-16NF6-7SN ...........S
TK ............

.. C-4

800-010 ............
.............

.............
.............

.. C-6

800-010-01C7-10SN ...........S
TK ............

.. C-6

800-010-01M12-37PN .........STK ............
.. C-6

800-010-01M12-37SN .........STK ............
.. C-6

800-010-01M6-4SN .............
STK ............

.. C-6

800-010-01M6-7PN .............
STK ............

.. C-6

800-010-01M6-7SN .............
STK ............

.. C-6

800-010-01M9-19PN ...........S
TK ............

.. C-6

800-010-01M9-19SN ...........S
TK ............

.. C-6

800-010-01NF6-4SN ...........S
TK ............

.. C-6

800-010-01Z16-7SN ............S
TK ............

.. C-6

800-010-02M10-26PN .........STK ............
.. C-6

800-010-02M12-37PN .........STK ............
.. C-6

800-010-02M12-37SN .........STK ............
.. C-6

800-010-02M5-3PN .............
STK ............

.. C-6

800-010-02M6-4PN .............
STK ............

.. C-6

800-010-02M6-4SN .............
STK ............

.. C-6

800-010-02M6-7PN .............
STK ............

.. C-6

800-010-02M6-7SN .............
STK ............

.. C-6

800-010-02M8-13PN ...........S
TK ............

.. C-6

800-010-02M9-19PN ...........S
TK ............

.. C-6

800-010-02M9-19SN ...........S
TK ............

.. C-6

800-010-02Z16-4SN ............S
TK ............

.. C-6

800-010-02Z16-7PN ............S
TK ............

.. C-6

800-010-02Z16-7SN ............S
TK ............

.. C-6

800-010-07M10-26SN .........STK ............
.. C-6

800-010-07M12-37PN .........STK ............
.. C-6

800-010-07M12-37SN .........STK ............
.. C-6

800-010-07M5-3SN .............
STK ............

.. C-6

800-010-07M6-4PN .............
STK ............

.. C-6

800-010-07M6-4SN .............
STK ............

.. C-6

800-010-07M6-7PN .............
STK ............

.. C-6

800-010-07M6-7SN .............
STK ............

.. C-6

800-010-07M7-10PN ...........S
TK ............

.. C-6

800-010-07M7-10SN ...........S
TK ............

.. C-6

800-010-07M8-13SN ...........S
TK ............

.. C-6

800-010-07M9-19PN ...........S
TK ............

.. C-6

800-010-07M9-19SN ...........S
TK ............

.. C-6

800-010-07NF6-7PN ...........S
TK ............

.. C-6

800-010-07NF6-7SN ...........S
TK ............

.. C-6

800-010-07NF9-19SN .........STK ............
.. C-6

800-010-07Z16-4PN ............S
TK ............

.. C-6

800-010-07Z16-4SN ............S
TK ............

.. C-6

800-010-07Z16-7PN ............S
TK ............

.. C-6

800-011 .............
.............

.............
.............

.. C-6

800-011-01NF6-7SN ...........S
TK ............

.. C-6

800-011-01Z16-4PN ............S
TK ............

.. C-6

800-011-02M10-26PN .........STK ............
.. C-6

800-011-02M12-37PN .........STK ............
.. C-6

800-011-02M12-37SN .........STK ............
.. C-6

800-011-02M5-3PN .............
STK ............

.. C-6

800-011-02M6-4PN .............
STK ............

.. C-6

800-011-02M6-4SN .............
STK ............

.. C-6

800-011-02M6-7PN .............
STK ............

.. C-6

800-011-02M6-7SN .............
STK ............

.. C-6

800-011-02M8-13SN ...........S
TK ............

.. C-6

800-011-02M9-19PN ...........S
TK ............

.. C-6

800-011-02M9-19SN ...........S
TK ............

.. C-6

800-011-02NF6-7SN ...........S
TK ............

.. C-6

800-011-02Z16-4PN ............S
TK ............

.. C-6

800-011-02Z16-7PN ............S
TK ............

.. C-6

800-011-07M10-26SN .........STK ............
.. C-6

800-011-07M12-37PN .........STK ............
.. C-6

800-011-07M12-37SN .........STK ............
.. C-6

800-011-07M5-3SN .............
STK ............

.. C-6

800-011-07M6-4PN .............
STK ............

.. C-6

800-011-07M6-4SN .............
STK ............

.. C-6

800-011-07M6-7PN .............
STK ............

.. C-6

800-011-07M6-7SN .............
STK ............

.. C-6

800-011-07M7-10PN ...........S
TK ............

.. C-6

800-011-07M7-10SN ...........S
TK ............

.. C-6

800-011-07M8-13PN ...........S
TK ............

.. C-6

800-011-07M9-19PN ...........S
TK ............

.. C-6

800-011-07M9-19SN ...........S
TK ............

.. C-6

800-011-07NF12-37SN .......STK ............
.. C-6

800-011-07NF6-7SN ...........S
TK ............

.. C-6

800-011-07NF9-19PN .........STK ............
.. C-6

800-012 ............
.............

.............
.............

C-10

800-012-02M10-26SN .........STK ............
C-10

800-012-02M6-4PN .............
STK ............

C-10

800-012-02M8-13PN ...........S
TK ............

C-10

800-012-02M9-19PN ...........S
TK ............

C-10

800-012-02M9-19SN ...........S
TK ............

C-10

800-012-07M10-26PN .........STK ............
C-10

800-012-07M12-37PN .........STK ............
C-10

800-012-07M12-37SN .........STK ............
C-10

800-012-07M5-3PN .............
STK ............

C-10

800-012-07M5-3SN .............
STK ............

C-10

800-012-07M6-4SN .............
STK ............

C-10

800-012-07M6-7PN .............
STK ............

C-10

800-012-07M6-7SN .............
STK ............

C-10

800-012-07M7-10PN ...........S
TK ............

C-10

800-012-07M7-10SN ...........S
TK ............

C-10

800-012-07M8-13SN ...........S
TK ............

C-10

800-012-07M9-19PN ...........S
TK ............

C-10

800-012-07M9-19SN ...........S
TK ............

C-10

800-012-07NF6-4SN ...........S
TK ............

C-10

800-012-07NF6-7PN ...........S
TK ............

C-10

800-012-07NF6-7SN ...........S
TK ............

C-10

800-012-07Z16-7PN ............S
TK ............

C-10

800-012-07Z16-7SN ............S
TK ............

C-10

800-012-07ZN9-19PN .........STK ............
C-10

800-013 ............
.............

.............
.............

C-16

800-013-02Z19-19PN ..........S
TK ............

C-16

800-013-07P9-19PN ...........S
TK ............

C-16

800-013-07Z19-19CN .........STK ............
C-16

800-013-07Z19-19PN ..........S
TK ............

C-16

800-032 ............
.............

.............
.............

C-13

800-033 ............
.............

.............
.............

C-19

800-034 ............
.............

.............
.............

C-19

800-035 ............
.............

.............
.............

.. K-3

801-007 ............
.............

.............
.............

.. D-4

801-007-16M10-26PA ..........STK ............
.. D-4

801-007-16M10-26SA .........STK ............
.. D-4

801-007-16M13-37PA ..........STK ............
.. D-4

801-007-16M13-37SA .........STK ............
.. D-4

801-007-16M16-55PA ..........STK ............
.. D-4

801-007-16M16-55PB .........STK ............
.. D-4

801-007-16M16-55SA .........STK ............
.. D-4

801-007-16M17-85PA ..........STK ............
.. D-4

801-007-16M17-85SA .........STK ............
.. D-4

801-007-16M5-3PA .............
.STK ............

.. D-4

801-007-16M5-3SA ............
.STK ............

.. D-4

801-007-16M6-4PA .............
.STK ............

.. D-4

801-007-16M6-4SA ............
.STK ............

.. D-4

801-007-16M6-7PA .............
.STK ............

.. D-4

801-007-16M6-7SA ............
.STK ............

.. D-4

801-007-16M7-10PA ............S
TK ............

.. D-4

801-007-16M7-10SA ...........S
TK ............

.. D-4

801-007-16M8-13PA ............S
TK ............

.. D-4

801-007-16M8-13SA ...........S
TK ............

.. D-4

801-007-16M9-19PA ............S
TK ............

.. D-4

801-007-16M9-19SA ...........S
TK ............

.. D-4

801-007-16NF13-37PA ........STK ............
.. D-4

801-007-16NF6-4PA ............S
TK ............

.. D-4

801-007-16NF6-7SA ...........S
TK ............

.. D-4

801-007-16NF7-10PA ..........S
TK ............

.. D-4

801-007-16NF9-19PA ..........S
TK ............

.. D-4

801-007-16Z113-37PA .........STK ............
.. D-4

801-007-16Z113-37SA ........STK ............
.. D-4

801-007-16Z16-4PA ............
STK ............

.. D-4

801-007-16Z17-10PA ..........S
TK ............

.. D-4

801-007-16Z19-19PA ..........S
TK ............

.. D-4

801-007-16Z19-19SA ..........S
TK ............

.. D-4

801-008 ............
.............

.............
.............

.. D-4

801-008-16M10-26PA ..........STK ............
.. D-4

801-008-16M10-26SA .........STK ............
.. D-4

801-008-16M13-37PA ..........STK ............
.. D-4

801-008-16M13-37SA .........STK ............
.. D-4

801-008-16M16-55PA ..........STK ............
.. D-4

801-008-16M16-55SA .........STK ............
.. D-4

801-008-16M17-85PA ..........STK ............
.. D-4

801-008-16M17-85SA .........STK ............
.. D-4

801-008-16M5-3PA .............
.STK ............

.. D-4

801-008-16M5-3SA ............
.STK ............

.. D-4

801-008-16M6-4PA .............
.STK ............

.. D-4

801-008-16M6-4SA ............
.STK ............

.. D-4

801-008-16M6-7PA .............
.STK ............

.. D-4

801-008-16M6-7SA ............
.STK ............

.. D-4

801-008-16M7-10PA ............S
TK ............

.. D-4

801-008-16M7-10SA ...........S
TK ............

.. D-4

801-008-16M8-13PA ............S
TK ............

.. D-4

801-008-16M8-13SA ...........S
TK ............

.. D-4

801-008-16M9-19PA ............S
TK ............

.. D-4

801-008-16NF13-37SA .......STK ............
.. D-4

801-008-16ZN7-10PA ..........S
TK ............

.. D-4

801-008-16ZN9-19PA ..........S
TK ............

.. D-4

801-008-16ZN9-19SA .........STK ............
.. D-4

801-008-16ZNU9-19PA .......STK ............
.. D-4

801-009 ............
.............

.............
.............

.. D-6

801-009-01M6-7PA .............
.STK ............

.. D-6
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Series 80 Index and Same Day Stock List800-009-06M8-13PN ...........STK .............. C-4
800-009-06M8-13SN ...........STK .............. C-4
800-009-06M9-19PN ...........STK .............. C-4
800-009-06Z16-7SN ............STK .............. C-4
800-009-16M12-37PN .........STK .............. C-4
800-009-16M12-37SN .........STK .............. C-4
800-009-16M6-7PN .............STK .............. C-4
800-009-16M6-7SN .............STK .............. C-4
800-009-16M9-19SN ...........STK .............. C-4
800-009-16NF12-37PN .......STK .............. C-4
800-009-16NF15-85PN .......STK .............. C-4
800-009-16NF6-7SN ...........STK .............. C-4
800-010 ..................................................... C-6
800-010-01C7-10SN ...........STK .............. C-6
800-010-01M12-37PN .........STK .............. C-6
800-010-01M12-37SN .........STK .............. C-6
800-010-01M6-4SN .............STK .............. C-6
800-010-01M6-7PN .............STK .............. C-6
800-010-01M6-7SN .............STK .............. C-6
800-010-01M9-19PN ...........STK .............. C-6
800-010-01M9-19SN ...........STK .............. C-6
800-010-01NF6-4SN ...........STK .............. C-6
800-010-01Z16-7SN ............STK .............. C-6
800-010-02M10-26PN .........STK .............. C-6
800-010-02M12-37PN .........STK .............. C-6
800-010-02M12-37SN .........STK .............. C-6
800-010-02M5-3PN .............STK .............. C-6
800-010-02M6-4PN .............STK .............. C-6
800-010-02M6-4SN .............STK .............. C-6
800-010-02M6-7PN .............STK .............. C-6
800-010-02M6-7SN .............STK .............. C-6
800-010-02M8-13PN ...........STK .............. C-6
800-010-02M9-19PN ...........STK .............. C-6
800-010-02M9-19SN ...........STK .............. C-6
800-010-02Z16-4SN ............STK .............. C-6
800-010-02Z16-7PN ............STK .............. C-6
800-010-02Z16-7SN ............STK .............. C-6
800-010-07M10-26SN .........STK .............. C-6
800-010-07M12-37PN .........STK .............. C-6
800-010-07M12-37SN .........STK .............. C-6
800-010-07M5-3SN .............STK .............. C-6
800-010-07M6-4PN .............STK .............. C-6
800-010-07M6-4SN .............STK .............. C-6
800-010-07M6-7PN .............STK .............. C-6
800-010-07M6-7SN .............STK .............. C-6
800-010-07M7-10PN ...........STK .............. C-6
800-010-07M7-10SN ...........STK .............. C-6
800-010-07M8-13SN ...........STK .............. C-6
800-010-07M9-19PN ...........STK .............. C-6
800-010-07M9-19SN ...........STK .............. C-6
800-010-07NF6-7PN ...........STK .............. C-6
800-010-07NF6-7SN ...........STK .............. C-6
800-010-07NF9-19SN .........STK .............. C-6
800-010-07Z16-4PN ............STK .............. C-6
800-010-07Z16-4SN ............STK .............. C-6
800-010-07Z16-7PN ............STK .............. C-6
800-011 ...................................................... C-6
800-011-01NF6-7SN ...........STK .............. C-6
800-011-01Z16-4PN ............STK .............. C-6
800-011-02M10-26PN .........STK .............. C-6
800-011-02M12-37PN .........STK .............. C-6

800-011-02M12-37SN .........STK .............. C-6
800-011-02M5-3PN .............STK .............. C-6
800-011-02M6-4PN .............STK .............. C-6
800-011-02M6-4SN .............STK .............. C-6
800-011-02M6-7PN .............STK .............. C-6
800-011-02M6-7SN .............STK .............. C-6
800-011-02M8-13SN ...........STK .............. C-6
800-011-02M9-19PN ...........STK .............. C-6
800-011-02M9-19SN ...........STK .............. C-6
800-011-02NF6-7SN ...........STK .............. C-6
800-011-02Z16-4PN ............STK .............. C-6
800-011-02Z16-7PN ............STK .............. C-6
800-011-07M10-26SN .........STK .............. C-6
800-011-07M12-37PN .........STK .............. C-6
800-011-07M12-37SN .........STK .............. C-6
800-011-07M5-3SN .............STK .............. C-6
800-011-07M6-4PN .............STK .............. C-6
800-011-07M6-4SN .............STK .............. C-6
800-011-07M6-7PN .............STK .............. C-6
800-011-07M6-7SN .............STK .............. C-6
800-011-07M7-10PN ...........STK .............. C-6
800-011-07M7-10SN ...........STK .............. C-6
800-011-07M8-13PN ...........STK .............. C-6
800-011-07M9-19PN ...........STK .............. C-6
800-011-07M9-19SN ...........STK .............. C-6
800-011-07NF12-37SN .......STK .............. C-6
800-011-07NF6-7SN ...........STK .............. C-6
800-011-07NF9-19PN .........STK .............. C-6
800-012 ................................................... C-10
800-012-02M10-26SN .........STK ............ C-10
800-012-02M6-4PN .............STK ............ C-10
800-012-02M8-13PN ...........STK ............ C-10
800-012-02M9-19PN ...........STK ............ C-10
800-012-02M9-19SN ...........STK ............ C-10
800-012-07M10-26PN .........STK ............ C-10
800-012-07M12-37PN .........STK ............ C-10
800-012-07M12-37SN .........STK ............ C-10
800-012-07M5-3PN .............STK ............ C-10
800-012-07M5-3SN .............STK ............ C-10
800-012-07M6-4SN .............STK ............ C-10
800-012-07M6-7PN .............STK ............ C-10
800-012-07M6-7SN .............STK ............ C-10
800-012-07M7-10PN ...........STK ............ C-10
800-012-07M7-10SN ...........STK ............ C-10
800-012-07M8-13SN ...........STK ............ C-10
800-012-07M9-19PN ...........STK ............ C-10
800-012-07M9-19SN ...........STK ............ C-10
800-012-07NF6-4SN ...........STK ............ C-10
800-012-07NF6-7PN ...........STK ............ C-10
800-012-07NF6-7SN ...........STK ............ C-10
800-012-07Z16-7PN ............STK ............ C-10
800-012-07Z16-7SN ............STK ............ C-10
800-012-07ZN9-19PN .........STK ............ C-10
800-013 ................................................... C-16
800-013-02Z19-19PN ..........STK ............ C-16
800-013-07P9-19PN ...........STK ............ C-16
800-013-07Z19-19CN .........STK ............ C-16
800-013-07Z19-19PN ..........STK ............ C-16
800-032 ................................................... C-13
800-033 ................................................... C-19
800-034 ................................................... C-19

800-035 ..................................................... K-3
801-007 ..................................................... D-4
801-007-16M10-26PA ..........STK .............. D-4
801-007-16M10-26SA .........STK .............. D-4
801-007-16M13-37PA ..........STK .............. D-4
801-007-16M13-37SA .........STK .............. D-4
801-007-16M16-55PA ..........STK .............. D-4
801-007-16M16-55PB .........STK .............. D-4
801-007-16M16-55SA .........STK .............. D-4
801-007-16M17-85PA ..........STK .............. D-4
801-007-16M17-85SA .........STK .............. D-4
801-007-16M5-3PA ..............STK .............. D-4
801-007-16M5-3SA .............STK .............. D-4
801-007-16M6-4PA ..............STK .............. D-4
801-007-16M6-4SA .............STK .............. D-4
801-007-16M6-7PA ..............STK .............. D-4
801-007-16M6-7SA .............STK .............. D-4
801-007-16M7-10PA ............STK .............. D-4
801-007-16M7-10SA ...........STK .............. D-4
801-007-16M8-13PA ............STK .............. D-4
801-007-16M8-13SA ...........STK .............. D-4
801-007-16M9-19PA ............STK .............. D-4
801-007-16M9-19SA ...........STK .............. D-4
801-007-16NF13-37PA ........STK .............. D-4
801-007-16NF6-4PA ............STK .............. D-4
801-007-16NF6-7SA ...........STK .............. D-4
801-007-16NF7-10PA ..........STK .............. D-4
801-007-16NF9-19PA ..........STK .............. D-4
801-007-16Z113-37PA .........STK .............. D-4
801-007-16Z113-37SA ........STK .............. D-4
801-007-16Z16-4PA ............STK .............. D-4
801-007-16Z17-10PA ..........STK .............. D-4
801-007-16Z19-19PA ..........STK .............. D-4
801-007-16Z19-19SA ..........STK .............. D-4
801-008 ..................................................... D-4
801-008-16M10-26PA ..........STK .............. D-4
801-008-16M10-26SA .........STK .............. D-4
801-008-16M13-37PA ..........STK .............. D-4
801-008-16M13-37SA .........STK .............. D-4
801-008-16M16-55PA ..........STK .............. D-4
801-008-16M16-55SA .........STK .............. D-4
801-008-16M17-85PA ..........STK .............. D-4
801-008-16M17-85SA .........STK .............. D-4
801-008-16M5-3PA ..............STK .............. D-4
801-008-16M5-3SA .............STK .............. D-4
801-008-16M6-4PA ..............STK .............. D-4
801-008-16M6-4SA .............STK .............. D-4
801-008-16M6-7PA ..............STK .............. D-4
801-008-16M6-7SA .............STK .............. D-4
801-008-16M7-10PA ............STK .............. D-4
801-008-16M7-10SA ...........STK .............. D-4
801-008-16M8-13PA ............STK .............. D-4
801-008-16M8-13SA ...........STK .............. D-4
801-008-16M9-19PA ............STK .............. D-4
801-008-16NF13-37SA .......STK .............. D-4
801-008-16ZN7-10PA ..........STK .............. D-4
801-008-16ZN9-19PA ..........STK .............. D-4
801-008-16ZN9-19SA .........STK .............. D-4
801-008-16ZNU9-19PA .......STK .............. D-4
801-009 ..................................................... D-6
801-009-01M6-7PA ..............STK .............. D-6
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Series 80 Index and Same Day Stock List

800-009-06M8-13PN ...........S
TK ...........

... C-4

800-009-06M8-13SN ...........S
TK ...........

... C-4

800-009-06M9-19PN ...........S
TK ...........

... C-4

800-009-06Z16-7SN ............
STK ...........

... C-4

800-009-16M12-37PN .........S
TK ...........

... C-4

800-009-16M12-37SN .........S
TK ...........

... C-4

800-009-16M6-7PN ............
.STK ...........

... C-4

800-009-16M6-7SN ............
.STK ...........

... C-4

800-009-16M9-19SN ...........S
TK ...........

... C-4

800-009-16NF12-37PN .......STK ...........
... C-4

800-009-16NF15-85PN .......STK ...........
... C-4

800-009-16NF6-7SN ...........S
TK ...........

... C-4

800-010 ...........
............

............
............

...... C-6

800-010-01C7-10SN ...........
STK ...........

... C-6

800-010-01M12-37PN .........S
TK ...........

... C-6

800-010-01M12-37SN .........S
TK ...........

... C-6

800-010-01M6-4SN ............
.STK ...........

... C-6

800-010-01M6-7PN ............
.STK ...........

... C-6

800-010-01M6-7SN ............
.STK ...........

... C-6

800-010-01M9-19PN ...........S
TK ...........

... C-6

800-010-01M9-19SN ...........S
TK ...........

... C-6

800-010-01NF6-4SN ...........S
TK ...........

... C-6

800-010-01Z16-7SN ............
STK ...........

... C-6

800-010-02M10-26PN .........S
TK ...........

... C-6

800-010-02M12-37PN .........S
TK ...........

... C-6

800-010-02M12-37SN .........S
TK ...........

... C-6

800-010-02M5-3PN ............
.STK ...........

... C-6

800-010-02M6-4PN ............
.STK ...........

... C-6

800-010-02M6-4SN ............
.STK ...........

... C-6

800-010-02M6-7PN ............
.STK ...........

... C-6

800-010-02M6-7SN ............
.STK ...........

... C-6

800-010-02M8-13PN ...........S
TK ...........

... C-6

800-010-02M9-19PN ...........S
TK ...........

... C-6

800-010-02M9-19SN ...........S
TK ...........

... C-6

800-010-02Z16-4SN ............
STK ...........

... C-6

800-010-02Z16-7PN ............
STK ...........

... C-6

800-010-02Z16-7SN ............
STK ...........

... C-6

800-010-07M10-26SN .........S
TK ...........

... C-6

800-010-07M12-37PN .........S
TK ...........

... C-6

800-010-07M12-37SN .........S
TK ...........

... C-6

800-010-07M5-3SN ............
.STK ...........

... C-6

800-010-07M6-4PN ............
.STK ...........

... C-6

800-010-07M6-4SN ............
.STK ...........

... C-6

800-010-07M6-7PN ............
.STK ...........

... C-6

800-010-07M6-7SN ............
.STK ...........

... C-6

800-010-07M7-10PN ...........S
TK ...........

... C-6

800-010-07M7-10SN ...........S
TK ...........

... C-6

800-010-07M8-13SN ...........S
TK ...........

... C-6

800-010-07M9-19PN ...........S
TK ...........

... C-6

800-010-07M9-19SN ...........S
TK ...........

... C-6

800-010-07NF6-7PN ...........S
TK ...........

... C-6

800-010-07NF6-7SN ...........S
TK ...........

... C-6

800-010-07NF9-19SN .........S
TK ...........

... C-6

800-010-07Z16-4PN ............
STK ...........

... C-6

800-010-07Z16-4SN ............
STK ...........

... C-6

800-010-07Z16-7PN ............
STK ...........

... C-6

800-011 ............
............

............
............

...... C-6

800-011-01NF6-7SN ...........
STK ...........

... C-6

800-011-01Z16-4PN ............
STK ...........

... C-6

800-011-02M10-26PN .........S
TK ...........

... C-6

800-011-02M12-37PN .........S
TK ...........

... C-6

800-011-02M12-37SN .........S
TK ...........

... C-6

800-011-02M5-3PN ............
.STK ...........

... C-6

800-011-02M6-4PN ............
.STK ...........

... C-6

800-011-02M6-4SN ............
.STK ...........

... C-6

800-011-02M6-7PN ............
.STK ...........

... C-6

800-011-02M6-7SN ............
.STK ...........

... C-6

800-011-02M8-13SN ...........S
TK ...........

... C-6

800-011-02M9-19PN ...........S
TK ...........

... C-6

800-011-02M9-19SN ...........S
TK ...........

... C-6

800-011-02NF6-7SN ...........
STK ...........

... C-6

800-011-02Z16-4PN ............
STK ...........

... C-6

800-011-02Z16-7PN ............
STK ...........

... C-6

800-011-07M10-26SN .........S
TK ...........

... C-6

800-011-07M12-37PN .........S
TK ...........

... C-6

800-011-07M12-37SN .........S
TK ...........

... C-6

800-011-07M5-3SN ............
.STK ...........

... C-6

800-011-07M6-4PN ............
.STK ...........

... C-6

800-011-07M6-4SN ............
.STK ...........

... C-6

800-011-07M6-7PN ............
.STK ...........

... C-6

800-011-07M6-7SN ............
.STK ...........

... C-6

800-011-07M7-10PN ...........S
TK ...........

... C-6

800-011-07M7-10SN ...........S
TK ...........

... C-6

800-011-07M8-13PN ...........S
TK ...........

... C-6

800-011-07M9-19PN ...........S
TK ...........

... C-6

800-011-07M9-19SN ...........S
TK ...........

... C-6

800-011-07NF12-37SN .......STK ...........
... C-6

800-011-07NF6-7SN ...........
STK ...........

... C-6

800-011-07NF9-19PN .........S
TK ...........

... C-6

800-012 ...........
............

............
............

.... C-10

800-012-02M10-26SN .........S
TK ...........

. C-10

800-012-02M6-4PN ............
.STK ...........

. C-10

800-012-02M8-13PN ...........S
TK ...........

. C-10

800-012-02M9-19PN ...........S
TK ...........

. C-10

800-012-02M9-19SN ...........S
TK ...........

. C-10

800-012-07M10-26PN .........S
TK ...........

. C-10

800-012-07M12-37PN .........S
TK ...........

. C-10

800-012-07M12-37SN .........S
TK ...........

. C-10

800-012-07M5-3PN ............
.STK ...........

. C-10

800-012-07M5-3SN ............
.STK ...........

. C-10

800-012-07M6-4SN ............
.STK ...........

. C-10

800-012-07M6-7PN ............
.STK ...........

. C-10

800-012-07M6-7SN ............
.STK ...........

. C-10

800-012-07M7-10PN ...........S
TK ...........

. C-10

800-012-07M7-10SN ...........S
TK ...........

. C-10

800-012-07M8-13SN ...........S
TK ...........

. C-10

800-012-07M9-19PN ...........S
TK ...........

. C-10

800-012-07M9-19SN ...........S
TK ...........

. C-10

800-012-07NF6-4SN ...........S
TK ...........

. C-10

800-012-07NF6-7PN ...........S
TK ...........

. C-10

800-012-07NF6-7SN ...........S
TK ...........

. C-10

800-012-07Z16-7PN ............
STK ...........

. C-10

800-012-07Z16-7SN ............
STK ...........

. C-10

800-012-07ZN9-19PN .........S
TK ...........

. C-10

800-013 ...........
............

............
............

.... C-16

800-013-02Z19-19PN ..........S
TK ...........

. C-16

800-013-07P9-19PN ...........
STK ...........

. C-16

800-013-07Z19-19CN .........S
TK ...........

. C-16

800-013-07Z19-19PN ..........S
TK ...........

. C-16

800-032 ...........
............

............
............

.... C-13

800-033 ...........
............

............
............

.... C-19

800-034 ...........
............

............
............

.... C-19

800-035 ...........
............

............
............

...... K-3

801-007 ...........
............

............
............

...... D-4

801-007-16M10-26PA ..........S
TK ...........

... D-4

801-007-16M10-26SA .........S
TK ...........

... D-4

801-007-16M13-37PA ..........S
TK ...........

... D-4

801-007-16M13-37SA .........S
TK ...........

... D-4

801-007-16M16-55PA ..........S
TK ...........

... D-4

801-007-16M16-55PB .........S
TK ...........

... D-4

801-007-16M16-55SA .........S
TK ...........

... D-4

801-007-16M17-85PA ..........S
TK ...........

... D-4

801-007-16M17-85SA .........S
TK ...........

... D-4

801-007-16M5-3PA ............
..STK ...........

... D-4

801-007-16M5-3SA ...........
..STK ...........

... D-4

801-007-16M6-4PA ............
..STK ...........

... D-4

801-007-16M6-4SA ...........
..STK ...........

... D-4

801-007-16M6-7PA ............
..STK ...........

... D-4

801-007-16M6-7SA ...........
..STK ...........

... D-4

801-007-16M7-10PA ............
STK ...........

... D-4

801-007-16M7-10SA ...........
STK ...........

... D-4

801-007-16M8-13PA ............
STK ...........

... D-4

801-007-16M8-13SA ...........
STK ...........

... D-4

801-007-16M9-19PA ............
STK ...........

... D-4

801-007-16M9-19SA ...........
STK ...........

... D-4

801-007-16NF13-37PA ........STK ...........
... D-4

801-007-16NF6-4PA ............
STK ...........

... D-4

801-007-16NF6-7SA ...........
STK ...........

... D-4

801-007-16NF7-10PA ..........S
TK ...........

... D-4

801-007-16NF9-19PA ..........S
TK ...........

... D-4

801-007-16Z113-37PA .........STK ...........
... D-4

801-007-16Z113-37SA ........STK ...........
... D-4

801-007-16Z16-4PA ...........
.STK ...........

... D-4

801-007-16Z17-10PA ..........S
TK ...........

... D-4

801-007-16Z19-19PA ..........S
TK ...........

... D-4

801-007-16Z19-19SA ..........S
TK ...........

... D-4

801-008 ...........
............

............
............

...... D-4

801-008-16M10-26PA ..........S
TK ...........

... D-4

801-008-16M10-26SA .........S
TK ...........

... D-4

801-008-16M13-37PA ..........S
TK ...........

... D-4

801-008-16M13-37SA .........S
TK ...........

... D-4

801-008-16M16-55PA ..........S
TK ...........

... D-4

801-008-16M16-55SA .........S
TK ...........

... D-4

801-008-16M17-85PA ..........S
TK ...........

... D-4

801-008-16M17-85SA .........S
TK ...........

... D-4

801-008-16M5-3PA ............
..STK ...........

... D-4

801-008-16M5-3SA ...........
..STK ...........

... D-4

801-008-16M6-4PA ............
..STK ...........

... D-4

801-008-16M6-4SA ...........
..STK ...........

... D-4

801-008-16M6-7PA ............
..STK ...........

... D-4

801-008-16M6-7SA ...........
..STK ...........

... D-4

801-008-16M7-10PA ............
STK ...........

... D-4

801-008-16M7-10SA ...........
STK ...........

... D-4

801-008-16M8-13PA ............
STK ...........

... D-4

801-008-16M8-13SA ...........
STK ...........

... D-4

801-008-16M9-19PA ............
STK ...........

... D-4

801-008-16NF13-37SA .......STK ...........
... D-4

801-008-16ZN7-10PA ..........S
TK ...........

... D-4

801-008-16ZN9-19PA ..........S
TK ...........

... D-4

801-008-16ZN9-19SA .........S
TK ...........

... D-4

801-008-16ZNU9-19PA .......STK ...........
... D-4

801-009 ...........
............

............
............

...... D-6

801-009-01M6-7PA ............
..STK ...........

... D-6
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