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AIRCRAFT POWER INTERCONNECT TECHNOLOGY
PowerLoad™ Connector Backshells

930-026 Gasket for flange-mount connectors

HOW TO ORDER

Sample Part Number 930-026 X 16

Part Series Panel-sealing gasket for flange-mount PowerLoad con-
nectors

Material/Finish X, F, V (See Table)

Shell Size 16, 20, 22, 24, 28, 32, 36

930-026 panel-sealing 
gasket for flange-mount 
PowerLoad connectors

GASKET MATERIAL
Code Sealing Property Description

X
Conductive for  
EMI protection and 
environmental seal

Silver-plated 
aluminum-filled 
fluorosilicone 
IAW MIL-G-83528 
Type D

F
Non-conductive 
for environmental 
sealing

FVMQ non-
conductive 
fluorosilicone

V FKM Viton

BACKSHELL DIMENSIONS

.032

 C
TYP

 A
BSC

B DIA

D DIA
4 PLACES

RADIUS
OR CHAMFER
MANUFACTURER
OPTION

Shell 
Size

A Bsc. ØB C Typ. ØD

16 .969 (24.61) 1.110 (28.19) 1.280 (32.51) .150 (3.81)
20 1.156 (29.36) 1.360 (34.54) 1.500 (38.10) .177 (4.50)
22 1.250 (31.75) 1.490 (37.85) 1.630 (41.40) .177 (4.50)
24 1.375 (34.93) 1.630 (41.40) 1.750 (44.45) .177 (4.50)
28 1.562 (39.67) 1.880 (47.75) 2.000 (50.80) .177 (4.50)
32 1.750 (44.45) 2.130 (54.10) 2.250 (57.15) .213 (5.41)
36 1.938 (49.23) 2.380 (60.45) 2.500 (63.50) .213 (5.41)

GASKET FEATURES
 � Fluorosilicone and Viton 

versions provide environmental 
protection to panel-mounted 
PowerLoad connectors.

 � Conductive silver-plated 
aluminum-filled fluorosilicone 
versions provide additional EMI 
protection
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