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10GBase-T Category 6A Compliance Testing for El Ochito® White

Testing was per formed to assure 
compliance with TIA/EIA 568-C.2 Cat 6A 
requirements. Four cordset segments 
were connected in series for a combined 
length of 70m, with a total of five mated 
pairs of El Ochito® White contacts.  
REF: Glenair Test Report GT-15-121.

Cable ID: 591A_591B_788A_788B Test Summary: PASS
Date / Time: 08/20/2015  11:44:01 AM Operator: KLW Model: DSX-5000
Headroom 1.9 dB (NEXT 36-45) Software Version: V3.0 Build 6 Main S/N: 2766352
Test Limit: TIA Cat 6A Channel Limits Version: V3.0 Remote S/N: 2766289
Cable Type: Cat 6A U/UTP NVP: 68.2% Main Adapter: DSX-CHA004
Calibration Date: 08/14/2014 Remote Adapter: DSX-CHA004

Project: DEFAULT Ochito Cat 6A Tests.flw

LinkWare™ PC Version 9.3

Length (ft), Limit 328 [Pair 36] 207
Prop. Delay (ns), Limit 555 [Pair 12] 310
Delay Skew (ns), Limit 50 [Pair 12] 2
Resistance (ohms) [Pair 78] 19.1

Insertion Loss Margin (dB) [Pair 45] 6.4
Frequency (MHz) [Pair 45] 500.0
Limit (dB) [Pair 45] 49.3

Worst Case Margin Worst Case Value
PASS MAIN SR MAIN SR
Worst Pair 36-45 12-36 45-78 45-78
NEXT (dB) 1.9 2.6 9.3 7.6
Freq. (MHz) 4.9 23.9 494.0 498.0
Limit (dB) 61.7 50.4 26.2 26.1
Worst Pair 45 36 45 45
PS NEXT (dB) 2.6 2.7 8.3 8.2
Freq. (MHz) 5.0 23.6 494.0 498.0
Limit (dB) 59.0 47.8 23.4 23.3

PASS MAIN SR MAIN SR
Worst Pair 12-78 78-12 36-45 36-45
ACR-F (dB) 2.3 2.3 7.1 5.8
Freq. (MHz) 1.0 1.0 466.0 473.0
Limit (dB) 63.3 63.3 9.9 9.8
Worst Pair 12 12 45 45
PS ACR-F (dB) 3.6 3.5 8.9 7.8
Freq. (MHz) 1.0 1.0 466.0 476.0
Limit (dB) 60.3 60.3 6.9 6.7

N/A MAIN SR MAIN SR
Worst Pair 36-45 12-36 12-45 45-78
ACR-N (dB) 2.0 3.4 16.0 16.3
Freq. (MHz) 4.9 23.6 495.0 498.0
Limit (dB) 57.1 40.5 -22.8 -23.1
Worst Pair 45 36 45 45
PS ACR-N (dB) 2.6 3.2 15.3 14.7
Freq. (MHz) 4.9 8.0 500.0 498.0
Limit (dB) 54.6 49.8 -26.1 -25.9

PASS MAIN SR MAIN SR
Worst Pair 78 12 45 78
RL (dB) 0.6* 1.0* 11.5 11.0
Freq. (MHz) 2.3 2.4 387.0 434.0
Limit (dB) 19.0 19.0 6.1 6.0

Compliant Network Standards:
10BASE-T 100BASE-TX 100BASE-T4
1000BASE-T 10GBASE-T ATM-25
ATM-51 ATM-155 100VG-AnyLan
TR-4 TR-16 Active TR-16 Passive
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* Measurement is within the accuracy limits of the instrument.
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* Measurement is within the accuracy limits of the instrument.

FLUKE DSX-5000
MAIN

FLUKE DSX-5000
REMOTE

PIN CONTACT
858-003

SOCKET CONTACT
858-004

CAT 6a CABLE
963-033-26

RJ-45 PLUG RJ-45 PLUG

1.5m ADAPTER 
CABLE 

SEGMENT 1
15m

SEGMENT 2
15m

SEGMENT 3
20m

SEGMENT 4
20m

ADVANCED PERFORMANCE

 High-speed Series
MIL-DTL-38999 Series III Type Environmental Connectors
El Ochito® “White” signal integrity data


