
HIGH-TEMPERATURE TOLERANT
ThermaRex HT Series 79
High-Performance Crimp-Contact Micro-D  
797-757 Receptacle Details

SHELL SIZES A, B, C, D, E, F, J, K

SHELL SIZE G

CROSS-SECTIONAL VIEW AND HARDWARE

CONNECTOR SUPPLIED WITH NON-REMOVALBE GUIDE POST FOR BLIND MATE APPLICATION.

FLOAT MOUNT BUSHING HAS SHELL SIZES "M", "L" & "H"  WITH #4-40 UNC-2B THREAD. ALL OTHER SIZES HAVE #2-56 UNC-2B THREAD.

FRONT INSULATOR

EMI
SPRING

.183±.003

SOCKET
CONTACT

GUIDE
SOCKET

HOUSING

.055
FLOAT MOUNT ASSEMBLY

GROMMET

REAR INSULATOR

RETAINING CLIP

   WIRE
(REF. ONLY)

PANEL AND SCREW
SHOWN FOR 
REFERENCE ONLY

.250 LG FLATHEAD SCREW
SUPPLIED BY CUSTOMER 

.810 (20.57)      MAX.

.195±.003 (4.95±0.08)

NON-REMOVABLE 
  GUIDE PIN

.150 (3.81)
    MIN.
     2X

.308 (7.82)
    MAX.

.093±.003
(2.36±0.13)

.215 (5.46)
    MAX.

.485 (12.32)
     MAX.

FULL RADIUS

.225
SLOT

.670 (17.02)
     MAX

#2-56 UNC-2B X
(.150) MIN DEEP.
2 PLACES

 
(HARDWARE IS FOR #2-56 SCREW)

FOR SIZES "A,B,C,D,E,F,J & K" CONNECTOR 
Float Mount Detail

     

  .035
SLOT DEPTH .138

.218
.040
±.040 FLOAT BETWEEN
CONNECTOR & HARDWARE

CONNECTOR

HARDWARE

.063

FULL RADIUS

.063

.225
SLOT

#2-56 UNC-2B X 
(.150) MIN. DEEP
2 PLACES

HARDWARE
CONNECTOR

.040
±.040 FLOAT BETWEEN
CONNECTOR & HARDWARE

.218

.138
  .035
SLOT DEPTH

Float Mount Detail
      FOR SIZES "G" CONNECTOR

 (HARDWARE IS FOR #2-56 SCREW)
.215 (5.46)
    MAX.

.570 (14.48) 
     MAX.

1.410 (35.81) MAX.

1.215 (30.86) BASIC

.093±.003
(2.36±0.13)

.150 (3.81)
    MIN.
     2X

.387 (9.83)
    MAX.

.810 (20.57)
     MAX.

.195±.003
(4.950±0.08)

NON-REMOVABLE 
GUIDE PIN

.670 (17.02)
    MAX.
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HIGH-TEMPERATURE TOLERANT
ThermaRex HT Series 79
High-Performance Crimp-Contact Micro-D  
797-757 Receptacle Details

SHELL SIZES H AND L

SHELL SIZE M

.063

FULL RADIUS

.250
SLOT

HARDWARE
CONNECTOR

.040
±.040 FLOAT BETWEEN 
CONNECTOR & HARDWARE  .035 

SLOT DEPTH
.250
.170

.670 (17.02)
     MAX.

.150 (3.81)
    MIN.
     2X

.600 (15.24)
    MAX.

.265 (6.73)
    MAX.

.093±.003
(2.36±0.13)

Float Mount Detail
FOR SIZE "H & L" CONNECTOR  

  (HARDWARE IS FOR #4-40 SCREW)

#4-40 UNC-2B X 
(.150) MIN DEEP.
2 PLACES

.195±.003
(4.950±0.08)

.810 (20.57)
    MAX.

.415 (10.54)
     MAX.

NON-REMOVABLE 
GUIDE PIN

 .470 
(11.94)
  MAX.

.810 (20.57)
    MAX.

.195±.003
(4.950±0.08)

NON-REMOVABLE 
GUIDE PIN

.093±.003
(2.36±0.13)

2.200 (55.88) BASIC

.150 (3.81)
    MIN.
     2X

 .660
(16.76)
  MAX

2.485 (63.12) MAX.
.270

.170
  .035 
SLOT DEPTH

Float Mount Detail
FOR SIZE "M" CONNECTOR

 (HARDWARE IS FOR #4-40 SCREW)
     

.050
±.050 FLOAT BETWEEN
CONNECTOR & HARDWARE

.250
SLOT

FULL RADIUS

.670 (17.02)
    MAX.

.063

#4-40 UNC-2B
X (.150) MIN DEEP.
2 PLACES
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