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“ZERO-CROSSTALK”
M83513 Micro-D VersaLink™ Connectors

GHS4-M-1000: VERSALINK MICRO-D INSERT ARRANGEMENTS, COMMON GROUND DESIGN, PLUG FACE VIEW

GHS4-MS-1000: VERSALINK MICRO-D ARRANGEMENTS, ISOLATED-GROUND DESIGN, PLUG FACE VIEW

V1 V4V1

M9M6

M5 V1M1

M9M6

V4M5 V1M1

1-0 Plug 2-0 Plug 1-9 Plug 2-9 Plug

9 Position Micro-D 15 Position Micro-D 21 Position Micro-D 25 Position Micro-D

V8V1

M15M9

V4M8 V1M1

M12

M11 V4V1M1

M21 M9M6

V6M5 V1M1

4-0 Plug 2-15 Plug 2-21 Plug 3-9 Plug

25 Position Micro-D 31 Position Micro-D 37 Position Micro-D 37 Position Micro-D

M15M9

V8M8 V1M1

M31M17

V8M16 V1M1

4-15 Plug 4-31 Plug

2 Row 51 Position Micro-D 67 Position Micro-D

M9M6

V16M5V1M1
V20V1

8-9 Plug 10-0 Plug

67 Position Micro-D 67 Position Micro-D

V4V1

M13M8

V4M7M1 V1 V8V1

2-0 Plug 2-13 Plug 4-0 Plug

V8V1M13M1

M25M14

V16V1

4-25 Plug 8-0 Plug

VersaLink module Standard Micro-D

Insert Arrangement Layouts

VersaLink Micro-D connectors are factory terminated. Plug connectors use Pin Micro-D contacts and 
Socket VersaLink contacts. Receptacles use Socket Micro-D contacts and Pin VersaLink contacts.


