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Series 80 Mighty Mouse 
New Size #8 Contact Arrangements

now available — mighty mouse connectors with 
industry-standard size 8 Quadrax contacts
New Mighty Mouse connectors have size #8 snap-in, rear-release contacts for power 
and data applications. Available with 1, 2, 3, 4 or 5 contacts, these connectors 
meet the need for a low-profile, lightweight connector compatible with size 
#8 twinax, quadrax and coax contacts used in MIL-DTL-38999 connectors. 
Quadrax contacts are 100 ohm impedance for Ethernet applications. 

New Mighty Mouse #8 Contact Arrangements

Mating Face

Series 801 8-1 16-2 17-3 19-4 21-5
Series 805 10-1 18-2 19-3 21-4 23-5

Integral	Platform	for	
Attaching	Braid	Shield,	

Heatshrink	Boot	or	
Overmolding

Copper	Alloy	Retention	
Clip,	Rear-Release

Aluminum	or	Stainless	Steel	
Shell	&	Coupling	Nut

Fluorosilicone	
Face	Seal

Fluorosilicone	
Rear	Grommet

Size	8	Quadrax,	Twinax,	Coax	or	
Power	Contact

Anti-Decoupling	
Wave	Spring

Sealing	Boot

Jam	Nut

Sealing	Boot

Integral	Platform	for	
Attaching	Braid	Shield,	
heatshrink	Boot	or	
Overmolding

Copper	Alloy	Retention	
Clip,	Rear-Release

Fluorosilicone	
Peripheral	Seal

O-ring Fluorosilicone	
Rear	Grommet

•• Size #8 contacts
•• 1, 2, 3, 4 or 5 contacts
•• Snap-in, rear-release
•• Quadrax or Differential Twinax contacts
•• Lightweight, low profile 
•• Series 801 (double-start) and 805 (triple-

start) Mighty Mouse connectors


